Report No.: JYTSZE201011002

Test Data
5.4.2 RF Output Power
Condition | Mode Frequency Antenna Max Burst RMS Power Burst Max EIRP Limit Verdict
(MHz) (dBm) Number (dBm) (dBm)

NVHT BLE 2402 Antl 3.17 160 3.52 20 Pass
NVHT BLE 2442 Antl 4.05 160 4.4 20 Pass
NVHT BLE 2480 Antl 3.23 160 3.58 20 Pass
NVLT BLE 2402 Antl 3.17 160 3.52 20 Pass
NVLT BLE 2442 Antl 4.05 160 4.4 20 Pass
NVLT BLE 2480 Antl 3.23 160 3.58 20 Pass
NVNT BLE 2402 Antl 3.18 160 3.53 20 Pass
NVNT BLE 2442 Antl 4.03 160 4.38 20 Pass
NVNT BLE 2480 Antl 3.23 160 3.58 20 Pass
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5.4.3 Power Spectral Density

REW: 10 KHz, VBW: 30 KHz, Sweep Points: 10001

Frequency: 2442 MHz
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3.93 dBm

Condition | Mode | Frequency (MHz) | Antenna | Max PSD (dBm/MHz) | Limit (dBm/MHz) | Verdict
NVNT BLE 2402 Antl 2.87 10 Pass
NVNT BLE 2442 Antl 3.93 10 Pass
NVNT BLE 2480 Antl 3.15 10 Pass
PSD NVNT BLE 2402MHz Antl
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PSD NVNT BLE 2480MHz Antl
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5.4.7 Occupied Channel Bandwidth

Condition | Mode | Frequency | Antenna | Center Frequency OBW Lower Edge Upper Edge Limit OBW Verdict
(MHz) (MHz) (MHz) (MHz) (MHz) (MHz)
NVNT BLE 2402 Antl 2401.995 1.946 2401.021 2402.968 2400 - Pass
2483.5MHz
NVNT BLE 2480 Antl 2479.995 1.941 2479.024 2480.965 2400 - Pass
2483.5MHz

JianYan Testing Group Shenzhen Co., Ltd.

No.110~116, Building B, Jinyuan Business Building, Xixiang Road
Bao’an District, Shenzhen, Guangdong, China

Tel: +86-755-23118282, Fax: +86-755-23116366

Project No.: JYTSZE2010110

Page 7 of 11




Report No.: JYTSZE201011002

OBW NVNT BLE 2402MHz Antl

Spectrum Analyzer 1
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KEYSIGHT |nput RF Input Z: 50 Q Atten: 30 dB Trig: Free Run Center Freq: 2.402000000 GHz
R T Coupling: DC Corr CCorr Gate: Off Avg|Hold: 10/10
Align: Auto Freq Ref: Int (5) #IF Gain: Low Radio Std: None

1 Graph

Ref Lvl Offset 2.69 dB Mkr1 2.401021000 GHz
Scale/Div 10.0 dB Ref Value 22.69 dBm -27.34 dBm

Center 2.402000 GHz #Video BW 120.00 kHz*
#Res BW 43.000 kHz

Span 4 MHz
2 Metrics

#Sweep 3.00 s (10001 pts)
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1.9463 MHz Total Power -0.90 dBm
Transmit Freq Error -5.435 kHz % of OBW Power 99.00 %
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5.4.8 Transmitter unwanted emissions in the out-of-band domain

Condition | Mode | Frequency (MHz) | Antenna | OOB Frequency (MHz) | Level (dBm/MHz) | Limit (dBm/MHz) | Verdict
NVNT BLE 2402 Antl 2399.5 -28.62 -10 Pass
NVNT BLE 2402 Antl 2398.554 -32.08 -10 Pass
NVNT BLE 2402 Antl 2397.554 -35.51 -20 Pass
NVNT BLE 2402 Antl 2396.608 -35.98 -20 Pass
NVNT BLE 2480 Antl 2484 -35 -10 Pass
NVNT BLE 2480 Antl 2484.941 -36.99 -10 Pass
NVNT BLE 2480 Antl 2485.941 -36.91 -20 Pass
NVNT BLE 2480 Antl 2486.882 -39.25 -20 Pass

Tx. Emissions OOB NVNT BLE 2402MHz Antl
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Tx. Emissions OOB NVNT BLE 2480MHz Antl

Frequency: 2480 Mz Transmitter unwanted emissions in the out-of-band domain
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5.4.11 Receiver Blocking
Condition | Mode Frequency Antenna | Wanted Power Blocking Blocking Power PER Limit | Verdict
(MHz) (dBm) Frequency (MHz) (dBm) (%) (%)
NVNT BLE 2402 Antl -70.11 2380 -33.65 1.35 10 Pass
NVNT BLE 2402 Antl -70.11 2504 -33.65 3.84 10 Pass
NVNT BLE 2402 Antl -76.11 2300 -33.65 5.62 10 Pass
NVNT BLE 2402 Antl -76.11 2330 -33.65 4.73 10 Pass
NVNT BLE 2402 Antl -76.11 2360 -33.65 2.23 10 Pass
NVNT BLE 2402 Antl -76.11 2524 -33.65 4.79 10 Pass
NVNT BLE 2402 Antl -76.11 2584 -33.65 3.26 10 Pass
NVNT BLE 2402 Antl -76.11 2674 -33.65 1.62 10 Pass
NVNT BLE 2480 Antl -70.12 2380 -33.65 3.14 10 Pass
NVNT BLE 2480 Antl -70.12 2504 -33.65 5.81 10 Pass
NVNT BLE 2480 Antl -76.12 2300 -33.65 6.92 10 Pass
NVNT BLE 2480 Antl -76.12 2330 -33.65 3.53 10 Pass
NVNT BLE 2480 Antl -76.12 2360 -33.65 4.85 10 Pass
NVNT BLE 2480 Antl -76.12 2524 -33.65 2.68 10 Pass
NVNT BLE 2480 Antl -76.12 2584 -33.65 3.37 10 Pass
NVNT BLE 2480 Antl -76.12 2674 -33.65 1.32 10 Pass
JianYan Testing Group Shenzhen Co., Ltd. Project No.: JYTSZE2010110

No.110~116, Building B, Jinyuan Business Building, Xixiang Road
Bao’an District, Shenzhen, Guangdong, China
Tel: +86-755-23118282, Fax: +86-755-23116366 Page 10 of 11



\4

Report No.: JYTSZE201011002
Rx. Blockings NVNT BLE 2402MHz Ant1
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