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Appendix A for Emission and Immunity test results
Product Name: Smartphone

Test Model: NOTE 50

A.1 Line Conducted Emission

Test Model NOTE 50 Test Mode TMA1
Environmental Conditions | 23.5C, 53.6% RH Test Engineer Taylor Hu
Pol. Line Test Voltage AC 230V/50Hz
80.0 dBuVY
70
[ s | EN 301489 QP
60 SN
50 Mkﬂﬂk“‘“ﬁs_ 3 EN 301489 AVG
A/ o | 2 z » 11
40 KJ«\ L{l ]‘Mhm M‘\ Jll'\.s'm'\. M A i il
: ‘ ARV T e
20 g . i ®, § 1 10 9
) ; pr peak
20 VG
10
0
10
-20
0.150 0.500 0.800 (MHz) 5.000 30.000
Reading Correct Measure- _
No. Mk.  Freq. Level Factor ment Limit Margin
MHz dBuvV dB dBuV dBuV dB Detector Comment

1 0.1996 30.81 19.63 50.44 63.63 -13.19 QP
2 0.1996 13.16 19.63 32.79  53.63 -20.84 AVG
3 * 0.7396  29.29 19.65 48.94 56.00 -7.06 QP
4 0.7396 12.24 19.65 31.89 46.00 -14.11 AVG
5 1.1581 24.75 19.65 4440  56.00 -11.60 QP
6 1.1581 9.89 19.65 2954 46.00 -16.46 AVG
7 21571 2515 19.68 4483  56.00 -11.17 QP
8 21571 9.93 19.68 29.61 46.00 -16.39 AVG
9 31111 26.19 19.70 45.89  56.00 -10.11 QP
10 3.1111 10.37 19.70 30.07 46.00 -15.93 AVG
11 54106 22.95 19.70 42.65 60.00 -17.35 QP
12 54106 8.21 19.70 27.91 50.00 -22.09 AVG
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Test Model NOTE 50 Test Mode TMA1
Environmental Conditions | 23.5C, 53.6% RH Test Engineer Taylor Hu
Pol. Neutral Test Voltage AC 230V/50Hz
80.0 dBu¥Y
70
\\ EN 301489 QP
60 S—
w““'\-w,m_ EN 301489 AVG
50 }1 _—-‘1—""\—».-.. 3 - . 3
B- F 3 11
40 LJ-\P\!“Jl Y abll P P, g
Ut A VI VY
30 |
p Yl 4 4 10 12 peak
20 : o .
10 |
0
-10
-20
0.150 0.500 0.800 (MHz) 5.000 30.000
Reading Correct Measure- '
No. Mk.  Freq. Level Factor ment Limit Margin
MHz dBuV dB dBuV dBuV dB Detector Comment
1 0.1635 28.11 19.63 47.74 65.28 -17.54 QP
2 0.1635 5.19 19.63 24.82 5528 -30.46 AVG
3 0.7125 25.01 19.65 44 .66 56.00 -11.34 QP
4 0.7125 7.90 19.65 27.55 46.00 -1845 AVG
5 1.3380 23.67 19.66 43.33 56.00 -12.67 QP
6 1.3380 0.93 19.66 20.59 46.00 -25.41 AVG
7 2.2830 23.09 19.69 42.78 56.00 -13.22 QP
8 2.2830 4.67 19.69 24.36 46.00 -21.64 AVG
9 = 3.2776 25.37 19.76 4513 56.00 -10.87 QP
10 3.2776 4.26 19.76 24.02 46.00 -21.98 AVG
11 55186 22.81 19.80 42 .61 60.00 -17.39 QP
12 55186 4.97 19.80 24.77 50.00 -25.23 AVG

Note: For conducted emission and radiated emission test, a power supply of 230VAC and 120VAC

was used for testing respectively, and only recorded the worst case of 230VAC.

Margin= Reading Level + Correct Factor — Limit
Correct Factor=Lisn Factor+Cable Factor
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A.3 Radiated Disturbance

Test Model NOTE 50 Test Mode T™M1
Environmental Conditions | 23.8°C, 52.1% RH Test Engineer Taylor Hu

Pol. Vertical Detector Function Quasi-peak
Distance 3m Test Voltage AC 230V/50Hz

70.0 dBu¥Y/m

60

50

EN30148p 30-10008Hz

40 I

30

I"UL.M: b ' 6 ot peak
20 : 2 . 3 byt i

N A 3 VR N P
10 A *m,"ﬂ i e e

-10

& Jf

=}

-20
-30
30.000 60.00 (MHz) 300.00 1000.000
No Frequency | Reading | Factor Level Limit |Margin S
’ (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 33.4449 46.94 -18.00 28.94 4163 ([-12.69| QP
2 79.2425 37.02 -19.85 17.17 38.66 [-21.49| QP
3 134.0881 32.74 -20.70 12.04 36.85 |[-24.81| QP
4 173.2050 35.25 -19.26 15.99 35.97 ([-19.98| QP
5 289.0020 32.38 -15.51 16.87 42.00 |-25.13( QP
6 578.6700 29.48 -10.80 18.68 42.00 (-23.32| QP
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Test Model NOTE 50 Test Mode T™M1
Environmental Conditions | 23.8°C, 52.1% RH Test Engineer Taylor Hu
Pol. Horizontal Detector Function | Quasi-peak
Distance 3m Test Voltage AC 230V/50Hz
70.0 dBu¥Y/m
60
50
EN30148P 30-1000MHz
40 i Margin ji{(
30 T T—TT1T B D — —:"
1 3 5
20 ’J};—‘MW% w’ﬁ ] 4 M. *Fmg b | ua PEEK
e ot
10 Pl u/M ‘“\"W "'W“wmw s
0
-10
-20
-30
30.000 60.00 (MHz) 300.00 1000.000
No Frequency | Reading | Factor Level Limit |Margin Detorter
' (MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuV/m)| (dB)
1 33.3278 39.07 -18.01 21.06 41.64 |-20.58| QP
2 48.8428 35.76 -17.00 18.76 40.32 [-21.56| QP
% 5. 0113 42.44 -19.71 22. 73 38.82 [-16.09| QP
4 175.0367 37.51 -19.10 18.41 35.94 |-17.53| QP
5 283.9791 37.66 -15.46 22.20 42.00 [-19.80| QP
6 582.7424 29.27 -10.73 18.54 42.00 |-23.46| QP
Note: Margin= Reading Level + Correct Factor — Limit
Correct Factor=Antenna Factor+Cable Factor — Pre-Amplifier Factor
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Test Model NOTE 50 Test Mode TM1(Above 1GHz)
Environmental Conditions 23.97C, 52.1% RH Test Engineer Taylor Hu
Pol. Vertical Detector Function Peak + AV
Distance 3m Test Voltage AC 230V/50Hz
90.0 dBu¥/m
80
EN 301489 CigssB_1-6GHz-PEAK
70
60 == :
50 |
40 N;p - | WWW““
RN e b g S e ey
30 W MWW
20
10
0
-10
1000.000 1500.00 2000.00 2500.00 3000.00 [(MHz) 4000.00 4500.00 5000.00 5500.00 6000.00
No Frequency | Reading | Factor Level Limit |Margin hctoe
' (MHz) (dBuV) | (dB/m) |(dBuV/m)|(dBuV/m)| (dB)
1 1055.000 48.61 -15.38 3323 70.00 (-36.77| peak
2 1980.000 49.35 -13.20 36.15 70.00 (-33.85| peak
3 2945.000 49.23 -9.78 39.45 70.00 |-30.55| peak
4 3770.000 48.13 -8.94 39.19 74.00 |-34.81| peak
5 4685.000 48.24 -5.67 42.57 74.00 |-31.43| peak
6 5695.000 47.27 -3.40 43.87 74.00 |-30.13| peak
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Test Model NOTE 50 Test Mode TM1(Above 1GHz)
Environmental Conditions | 23.9°C, 52.1% RH Test Engineer Taylor Hu

Pol. Horizontal Detector Function | Peak + AV
Distance 3m Test Voltage AC 230V/50Hz

90.0 dBu¥Y/m

EN 301489 ClgssB_1-6GHz-PEAK

70

50 |

40 > WWM”” s o
30 : il I

20

10

0

-10
1000.000 1500.00 2000.00 2500.00 3000.00 [MHz) 4000.00 4500.00 5000.00 5500.00 6000.00
No. Frequency | Reading | Factor Level Limit |Margin R

(MHz) (dBuV) | (dB/m) [(dBuV/m)|(dBuV/m)| (dB)

1 1115.000 48.90 -156.32 33.58 70.00 (-36.42| peak
2 1950.000 49.58 -13.37 36.21 70.00 ([-33.79| peak
3 2995.000 48.27 -9.61 38.66 70.00 (-31.34| peak
4 3730.000 49.10 -9.01 40.09 74.00 |-33.91| peak
5 4775.000 48.41 -5.22 43.19 74.00 (-30.81| peak
6 5775.000 47.32 -3.47 43.85 74.00 (-30.15| peak

Note:

1. Field strength limits for frequency above 1000MHz are based on average limits. However, Peak
mode field strength shall not exceed the average limits specified plus 20dB.
2. Measurements above show only up to 6 maximum emissions noted.
3. Data of measurement within this frequency range shown “ -- 7 in the table above means the
reading of emissions are attenuated more than 20dB below the permissible limits or the field strength
is too small to be measured.
4. Factor = Antenna Factor + Cable Loss + Amplifier Factor

Emission Level = Reading level + Factor

Margin = Emission Level - Limit
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A.4 Harmonic Current Emissions

Because power of EUT less than 75W, according to standard EN 61000-3-2, Harmonic current
unnecessary to test.

A.5 Voltage Fluctuation and Flicker

Test Model NOTE 50 Test Mode TM1
Test Engineer Taylor Hu Test Voltage AC 230V/50Hz
Environmental Conditions 23.3C, 53.2% RH
Pst and Limit
B Pst —Limit
1.20
0.90
90,60 |
0.30
0.00
@ 7 <
Plt and Limit
B Pt — Limit
0.78
0.59 -
£ 0,39
0.20
0.00
(7] 7 <
Relevant Parameter and Judgement During Test Period
Vrms at the end of test (V) 229.93
Error Max (%) Test Limit (%)
T-max (ms) 0. 00 Test Limit (ms) 500 Pass
de (%) 0. 00 Test Limit (%) 3.30 Pass
dmax (%) 0. 00 Test Limit (%) 4. 00 Pass
Pst 0.014 Test Limit 1. 000 Pass
P1t 0.014 Test Limit 0. 650 Pass
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A.6 RF Electromagnetic Field (80 MHz - 6000 MHz)

Test Model NOTE 50 Test Engineer Taylor Hu
Environmental Conditions | 23.2°C, 52.4% RH Test Voltage AC 230V/50Hz
TM1-TM19 Test Result:
Fielded
EUT Antenna | Frequency ; o ;
Working Mode Polarity (MHz) S’E(?/rrlrg];)th Observation Position Conclusion
GSM/GPRS/EGP . Front, Right,
RS Vertical 80-6000 3 CT,CR Left’ Back Pass
900 MHz, . Front, Right,
Traffic Horizontal | 80-6000 3 CT,CR Left’ Back Pass
GSM/GPRS/EGP ; } Front, Right,
RS Vertical 80-6000 3 See Note Left, Back Pass
900 MHz, . Front, Right,
Idle Horizontal | 80-6000 3 See Note Left. Back Pass
DCS/GPRS/EGP ; : Front, Right,
RS Vertical 80-6000 3 CT,CR Left Back Pass
1800 MHz, . Front, Right,
Traffic Horizontal | 80-6000 3 CT,CR Left, Back Pass
DCS/GPRS/EGP ; : Front, Right,
RS Vertical 80-6000 3 See Note Left Back Pass
1800 MHz, . Front, Right,
Idle Horizontal | 80-6000 3 See Note Left Back Pass
WCDMA/ : Front, Right,
HSDPA/HSUPA | Vertical | 80-6000 3 CT.CR Loft, Back Pass
Band | F Riah
2100 MHz, Horizontal | 80-6000 3 CT,CR ront, Right, | pagg
WCDMA . Front, Right,
HSDPA/HSUPA | Vertical | 80-6000 3 See Note | |24 Bilk Pass
Band | Front. Right
2100MHz, Horizontal | 80-6000 3 See Note ront, Rignht, Pass
Idle Left, Back
WCDMA/ . Front, Right,
HSDPA/HSUPA Vertical 80-6000 3 CT,CR Left, Bang Pass
Band VIII E Righ
900MHz, Horizontal | 80-6000 3 CT,CR ront, Right, | pagg
Traffic Left, Back
WCDMA . Front, Right,
HSDPA/HSUPA | Vertical 80-6000 3 See Note Loft Ba%k Pass
Band VIII = Riah
900MHz, Horizontal | 80-6000 3 See Note ront, Right, Pass
Idle Left, Back
E-UTRA Vertical | 80-6000 3 CT,CR F[%’]Ztt BR;%T’ Pass
Band 1 L=
! . Front, Right,
Traffic Horizontal 80-6000 3 CT, CR Left Back Pass
E-UTRA Vertical | 80-6000 3 See Note Flr_%?tt BR;%T’ Pass
Band 1 —
Idle Horizontal 80-6000 3 See Note Front, Right, Pass
Left, Back
E-UTRA Vertical | 80-6000 3 CT.CR F[°’]2t’ BR'ght’ Pass
Band 3 eft, Back
Traffic Horizontal | 80-6000 3 cTCcrR | Front Right, Pass
Left, Back
E-UTRA : ) Front, Right,
Band 3 Vertical 80-6000 3 See Note Left. Back Pass

EI%%
%ﬁ’i
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. Horizontal | 80-6000 3 See Note | Front Right, | oo

Left, Back
E-UTRA Vertical | 80-6000 3 cT.cR | Front Right, | p oo
Band 7 Left, Bgck
Traffic Horizontal | 80-6000 3 cT,crR | Front Right, | 5 oo
Left, Back
E-UTRA Vertical | 80-6000 3 See Note | Tront Right, | pqq
Band 7 Left, Back
Idle Horizontal | 80-6000 3 See Note | Front Right, | 5 o
Left, Back
E-UTRA Vertical | 80-6000 3 CTCR | FronbRght | paes
Band 8 Front Right
Traffic Horizontal 80-6000 3 CT,CR L eft,’ Back Pass
E-UTRA Vertical | 80-6000 3 SeeNote | [oRt KIORL | pagg
Band 8 s
. Front, Right,

Idle Horizontal 80-6000 3 See Note Left Back Pass
E-UTRA Vertical | 80-6000 3 CTCR | FronbRght | paes
Band 20 Front Right

Traffic Horizontal 80-6000 3 CT,CR L eft,’ Back Pass
E-UTRA Vertical | 80-6000 3 See Note | [oRt RKIORL | pagg
Band 20 _—

. Front, Right,

Idle Horizontal 80-6000 3 See Note Left Back Pass
E-UTRA Vertical | 80-6000 3 CTCR | Fronb Rght | paes
Band 38 Front. Right

Traffic Horizontal 80-6000 3 CT,CR L eft,’ Back Pass
E-UTRA Vertical | 80-6000 3 SeeNote | [oRb RKIORL | pags
Band 38 -

. Front, Right,

Idle Horizontal 80-6000 3 See Note Left Back Pass
E-UTRA Vertical | 80-6000 3 CTCR | Fronb- Rght | paes
Band 40 Front. Right

Traffic Horizontal 80-6000 3 CT,CR L eft,’ Back Pass
E-UTRA Vertical | 80-6000 3 See Note | [oR KIORL | pags
Band 40 1 B¢

. Front, Right,
Idle Horizontal 80-6000 3 See Note Left Back Pass
TM20-TM23 Test Result:
Fielded
WorinEnUTMode Plsrglz?i?a Fr?&llJ_lezr;cy Strength Observation Position Conclusion
9 y (V/m) _
Vertical | 80-6000 3 CT,CR | Front RIgt | pagg
Operating Mode : Front, Right
Horizontal | 80-6000 3 CT,CR Left Back Pass
EI El Shenzhen LCS Compliance Testing Laboratory Ltd.
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TM24-TM25 Test Result:
EUT Fielded
Working '?‘:,rgl‘;rr'i?a Fr((e&lﬁezr;cy Strength | Observation | Position | Conclusion
Mode y (V/m)
Front,
Vertical 80-6000 3 CR Right, Pass
Left, Back
Front,
Horizontal 80-6000 3 CR Right, Pass
Left, Back
80MHz;104MHz;
136MHz;165MHz;
200MHz;260MHz; Front
Operating | Vertica 330MH iz, SOMHz; 3 CR Right. Pass
Mode 715MHz + 1MHz; Left, Back
920MHz + 1MHz
(spot test)
80MHz;104MHz;
136MHz;165MHz;
200MHz;260MHz; Front
Horizontal 33OMHZ;43OMHZ; 3 CR Right: Pass
S60MHz; Left, Back
715MHz £ 1MHz; '
920MHz + 1MHz
(spot test)
TM26 Test Result: .
EUT Antenna | Frequency Slilelde;jh Ob ti Bt Conclusi
Working Mode Polarity (MHz) reng servation osition onclusion
(V/m) _
Vertical | 80-6000 3 CR Front RIGt | pass
Operating Mode : Front, Right
Horizontal | 80-6000 3 CR Left,, Back Pass
TM27-TM32 Test Result:
EUT Antenna | Frequency Sﬁ[lggesh Ob " Positi Conclusi
Working Mode Polarity (MHz) g servation osition onclusion
(V/m) .
Vertical | 80-6000 3 See Note | F[oRt RO | pags
Operating Mode : Fronf Right
Horizontal | 80-6000 3 See Note Left,’ Back Pass
Vertical | 80-6000 3 See Note Flr_orf‘tt’ St | Pass
Idle er, Bac
Horizontal | 80-6000 3 See Note | Front, Right, Pass
Left, Back
EI El Shenzhen LCS Compliance Testing Laboratory Ltd.
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Special conditions for EMC immunity tests

Wk Thord

EUT Operating Mode Polarity Conclusion

Uplink v P
GSM 900 Downlink \|_/| IE:::
RX Quality \|_/| g:::
Uplink \|_/| g:::
DCS 1800 Downlink \|_/I 5222
RX Quality \l_/I Ezzz
WCDMA Uplink v Pass
HSDEQQ;?UPA Downlink U ﬁ:ii
2100MHz BER \I—/i g:::
WCDMA Uplink v pecs
HS%Z%H\EILIJPA Downlink \|_/I E:gg
900MHz BER \I—/I E:z:

= } EJI /nggnzrgfgrrl? %1C,ozr8‘1)!iagifdﬁstr%hgbgga;%rysbt? , Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street,
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Test Plots for GSM 900 (80MHz ~ 1000MHz)

65

80.00 17200 264.00 356.00 448.00 540.00 €32.00 724.00 816.00 908,00 1000.00

Uplink (Horizontal) Uplink (Vertical)
30 30
35 35
A0 40
0 7
& 5 g 5
ik 2
b 2
55 55
60 60
45 -b5
80,00 172,00 264 00 356,00 44900 540,00 632,00 72400 $16.00 908 00 1000, 00 $0.00 172,00 264 00 35600 448,00 540,00 632.00 724.00 916.00 90800 1000. 00
—Test Data ——Limit Frequency {MHz) —Test Data ——Limit Frequency {MHz)
Downlink (Horizontal) Downlink (Vertical)
30 30
35 35
40 40
7 0
& g 45
g 5
2 -
55 55
60 60

65

80.00 17200 264.00 356.00 448.00 540.00 €32.00 724.00 816.00 908,00 1000.00

80 172 264 356 443 b40 632 724 BI6 908 1000

—TestData ——Limit Frequency (MHz)

—TestData Frequency (MHz) —TestData ——Liit Frequency (MHz)
RX Quality RX Quality
3 3
2.5 25
2 >
15 g s
3 3
1 1
0.5 0.5

60 112 264 36 448 540 €327 T2 818 908 1000

—TestData ——Linit Frequency (MHz)
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Test Plots for GSM 900 (1GHz ~ 6GHz)

Uplink (Horizontal) Uplink (Vertical)
30 30
35 35
40 -40
T T
& & 4
Z Z
o o
55 55
60 60
65 65
1000 1500 2000 2500 3000 3500 4000 4500 5000 BROD 6000 1000 1500 2000 2500 3000 3500 4000 4500 5000 BROD 6000
—Test Dala —— Linit Frequency (MHz) —Test Dala —— Linit Frequency (MHz)
Downlink (Horizontal) Downlink (Vertical)
30 30
35 35
40 -40
T )
5 45 5 4
Z E
o =]
55 55
60 60
65 65
1000 1500 2000 2500 3000 3500 4000 4500 5000 BROD 6000 1000 1500 2000 2500 3000 3500 4000 4500 5000 BROD 6000
— Test Dala Frequency (MHz) —TestData ——Limit Frequency (MHz)
RX Quality RX Quality
3 3
25 25
g g
£ g 2
3 3
< <
[:4 [:4
1 1
05 05
0 0
1000 1500 2000 9500 000 300 4000 4500 GOOD BHOD 600D 1000 1500 2000 9500 000 300 4000 4500 GOOD BHOD 600D
—TestDala ——Linit Frequency (MHz) —TestDala ——Linit Frequency (MHz)
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Test Plots for DCS 1800 (80MHz ~ 1000MHz)

Unit {(dBPa)

Uplink (Horizontal)

-60

05

80.00 172,00 264.00 356.00 448,00 540.00 €32.00 724,00 816.00 908,00 1000. 00

——Test Data ===Limit Frequency {MHz)

Unit {dBPa)

35

Uplink (Vertical)

30

40
A5
55
60

b5

80.00 17400 264.00 356.00 448.00 540.00 €32.00 724.00 816.00 908,00 1000. 00

——Test Data ——Limit Frequency (MHz)

Unit (dBPa)

Downlink (Horizontal)

60

65

80.00 17200 264.00 356.00 448.00 540.00 €32.00 724.00 816.00 908,00 1000.00

Unit (dBPa)

35

Downlink (Vertical)

30

-40
45
-85
-60

65

80.00 17200 264.00 356.00 448.00 540.00 €32.00 724.00 816.00 908,00 1000.00

80 172 264 356 448 540 €32 724 816 908 1000

—TestData ——Limit Frequency (MHz)
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Test Plots for DCS 1800 (1GHz ~ 6GHZz)
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Test Plots for WCDMA Band | (80MHz ~ 1000MHz)

Unit {(dBPa)

Uplink (Horizontal)
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Test Plots for WCDMA Band | (1GHz ~ 6GHZz)
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Test Plots for WCDMA Band VIII (80MHz ~ 1000MHz)

Unit {(dBPa)
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Test Plots for WCDMA Band VIII (1GHz ~ 6GHz)

Uplink (Horizontal)

Unit (dBPa)
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Note: The EUT performance complied with performance criteria for CT&CR to MS Function and there is

no any degradation of performance and function.

During the test, the Maximum Bit Error Ratio was less than 0.001
During the test, the Maximum Block Error Ratio was less than 0.01
For E-UTRA Band 1/3/7/8/20/38/40 (In the data transfer mode), the throughput is =2 95 % of the maximum
throughput of the reference measurement channel as specified in annex C in TS 136 101 [13] with
parameters specified in tables 7.3.1-1 and 7.3.1-2 in TS 136 101 [13] during the test sequence.
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A.7 Electrostatic Discharge

Report No.: LCSA051523066EA

Electrostatic Discharge Test Results
Standard O IEC 61000-4-2 M EN 61000-4-2
Applicant Shenzhen Huafurui Technology Co., Ltd.
EUT Smartphone Temperature 22.67C
M/N NOTE 50 Humidity 53.1%
Criterion B Pressure 1021mbar
Test Mode TM1-TM32 Test Engineer Taylor Hu
TEST RESULT OF TM1-TM23
Test Voltage Coupling Observation Result (Pass/Fail)
+2KV, +4kV Contact Discharge TT, TR Pass
+2KV, +4kV, +8kV Air Discharge TT, TR Pass
+2KV, +4kV Indirect Discharge HCP TT, TR Pass
+2KV, +4kV Indirect Discharge VCP TT, TR Pass
TEST RESULT OF TM24-TM26
Test Voltage Coupling Observation Result (Pass/Fail)
12KV, +4kV Contact Discharge TR Pass
12KV, +4kV, £8kV Air Discharge TR Pass
+2KV, +4kV Indirect Discharge HCP TR Pass
12KV, +4kV Indirect Discharge VCP TR Pass
TEST RESULT OF TM27-TM32
Test Voltage Coupling Result (Pass/Fail)
12KV, +4kV Contact Discharge Pass
12KV, +4kV, £8kV Air Discharge Pass
+2KV, +4kV Indirect Discharge HCP Pass
+2KV, +4kV Indirect Discharge VCP Pass
Note: The EUT performance complied with performance criteria for TT&TR to MS Function and
there is no any degradation of performance and function.
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A.8 Electrical Fast Transient Immunity

Report No.: LCSA051523066EA

Electrical Fast Transient/Burst Test Results
Standard O IEC 61000-4-4 M EN 61000-4-4
Applicant Shenzhen Huafurui Technology Co., Ltd.
EUT Smartphone Temperature | 22.2°C
M/N NOTE 50 Humidity 52.1%
Test Mode TM1-TM32 Criterion B
Test Engineer Taylor Hu
TEST RESULT OF TM1-TM23
Line Test Voltage Polarity Observation |Result (Pass/Fail)
L 1KV +/- TT, TR Pass
N 1KV +/- TT, TR Pass
L-N 1KV +/- TT, TR Pass
TEST RESULT OF TM24-TM26
Line Test Voltage Polarity Observation |Result (Pass/Fail)
L 1KV +/- TR Pass
N 1KV +/- TR Pass
L-N 1KV +/- TR Pass
TEST RESULT OF TM27-TM32
Line Test Voltage Polarity Result (Pass/Fail)
L 1KV +/- Pass
N 1KV +/- Pass
L-N 1KV +/- Pass
= ; EJI iﬂi”i?f&# ?3f°zr8?',ia§$?din§tiTgah3bﬁﬁf%rysbtf; Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street,
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A.9 RF Common Mode
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Report No.:

LCSA051523066EA

Injected Currents Susceptibility Test Results

Standard O IEC 61000-4-6 M EN 61000-4-6

Applicant Shenzhen Huafurui Technology Co., Ltd.

EUT Smartphone Temperature 24.2°C
M/N NOTE 50 Humidity 53.4%
Test Mode TM1-TM32 Criterion A
Test Engineer Taylor Hu

TEST RESULT OF TM1-TM23

1. Modulation Signal:1kHz 80% AM

Frequency Strength Injected . .
Range (MHz) (Unmodulated) Position QIS s el
0.15~80 3V AC Mains CT,CR Pass
TEST RESULT OF TM24-TM26
Frequency Strength Injected . .
Range (MHz) (Unmodulated) Position e eatisessEll)
0.15~80 3V AC Mains CR Pass
TEST RESULT OF TM27-TM32
Frequency Strength Injected .
Range (MHz) (Unmodulated) Position Aoz (el
0.15~80 3V AC Mains Pass
Remark:
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Test Plots for GSM 900

Test Plots for DCS 1800
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Test Plots for WCDMA Band |

Test Plots for WCDMA Band VIII

Uplink Uplink
30 30
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40 40
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Unit {dBPa)

65 65
0 10 0 10 40 50 80 70 a0 0 10 20 30 40 50 &0 70 80
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Note: The EUT performance complied with performance criteria for CT&CR to MS Function and there is no
any degradation of performance and function.

During the test, the Maximum Bit Error Ratio was less than 0.001

During the test, the Maximum Block Error Ratio was less than 0.01

For E-UTRA Band 1/3/7/8/20/38/40 (In the data transfer mode), the throughput is = 95 % of the maximum
throughput of the reference measurement channel as specified in annex C in TS 136 101 [13] with
parameters specified in tables 7.3.1-1 and 7.3.1-2 in TS 136 101 [13] during the test sequence.
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A.10 Surges, Line to Line and Line to Ground

Surge Immunity Test Result

Standard O IEC 61000-4-5 M EN 61000-4-5

Applicant Shenzhen Huafurui Technology Co., Ltd.

EUT Smartphone Temperature| 24.3°C
M/N NOTE 50 Humidity | 52.2%
Test Mode TM1-TM32 Criterion | B
Test Engineer Taylor Hu

TEST RESULT OF TM1-TM23

ﬁ'é-s.; ING

APpp

&

Number AIEE Result
Location Polarity Phase Angle Voltage | Observation .
of Pulse (KV) (Pass/Fail)
L-N + 0°, 90°, 180°, 270° 5 1.0 TT, TR Pass
- 0°, 90°, 180°, 270° 5 1.0 TT, TR Pass
TEST RESULT OF TM24-TM26
Pulse
Location Polarity Phase Angle A T Voltage | Observation Result_
of Pulse (KV) (Pass/Fail)
+ 0°, 90°, 180°, 5 1.0 TR Pass
LN 270°
0°, 90°, 180°,
- 2700 5 1.0 TR Pass ;
TEST RESULT OF TM27-TM32
. . Number [Pulse Voltage Result
Location Polarity Phase Angle of Pulse (KV) (Pass/Fail)
+ 0% 90° 1807, 5 1.0 Pass
LN 270°
. 0%, 90°, 180°, 5 1.0 Pass
270° '

Shenzhen LCS Compliance Testing Laboratory Ltd.
Add: Room 101, 201, Building A and Room 301, Building C, Juji Industrial Park, Yabianxueziwei, Shajing Street,
Bao’an District, Shenzhen, Guangdong, China
Tel: +(86) 0755-82591330 | E-mail: webmaster@lcs-cert.com | Web: www.Ics-cert.com
Scan code to check authenticity


mailto:webmaster@lcs-cert.com

S

Page 26 of 26

Report No.: LCSA051523066EA

A.11 Voltage Dips/Interruptions Immunity Test

Voltage Dips And Interruptions Test Results
Standard O IEC 61000-4-11 M EN 61000-4-11
Applicant Shenzhen Huafurui Technology Co., Ltd.
EUT Smartphone Temperature| 23.3C
M/N NOTE 50 Humidity 54.5%
Test Mode TM1-TM32 Criterion B&C
Test Engineer | Taylor Hu
TEST RESULT OF TM1-TM23
Voltage Dips & .
Te?,/t I[Jevel Short (ir?ugartilc?c?s) Observation Result (Pass/Fail)
o=t Interruptions % Ut P
0 100 0.5P TT, TR Pass
0 100 1P TT, TR Pass
70 30 25P TT, TR Pass
0 100 250P TT, TR Pass
TEST RESULT OF TM24-TM26
Voltage Dips & .
Te?,/t I[Jevel Short (ir?ugartilc?c?s) Observation |Result (Pass/Fa
oMT Interruptions % Ut P
100 0.5P TR Pass
100 1P TR Pass
70 30 25P TR Pass
0 100 250P TR Pass
TEST RESULT OF TM27-TM32
Voltage Dips & .
Te?,/t evel Short (il?“f‘rti':é‘s) Result (Pass/Fail)
o - Interruptions % Ut P
100 0.5P Pass
100 1P Pass
70 30 25P Pass
0 100 250P Pass
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